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Sažetak: Pelješki most, duljine 2404 m, svrstava se, ne samo po kompleksnosti gradnje nego i 
po sloģenosti projekta, meĽu najzahtjevnije mostove na svijetu. Nalazi se u podruļju iznimno 
visoke seizmiļke aktivnosti, s projektnim ubrzanjem tla na razini ļvrste stijene PGA=0,34 g i 
zahtijevanim proraļunskim ubrzanjem 0,54 g. Kompaktna stijena nalazi se na dubini do 80 m 
ispod morskog dna, što rezultira iznimno zahtjevnim temeljenjem na pilotima duljine do 124 m. 
Na lokaciji mosta pušu jaki vjetrovi, s referentnom brzinom koja prelazi 34 m/s. Posebna je 
pozornost posveĺena osiguravanju stabilnosti mosta u sluļaju udara vjetrova na mah i potrebi 
da je most otvoren u svim vremenskim uvjetima. Ispunjavanje kljuļnih kriterija kvalitetnog 
konstruiranja, kao što su stabilnost, trajnost, ekonomiļnost i mirno ukljuļenje u krajolik, 
rezultiralo je inventivnom koncepcijom ekstradosa mosta i integralnom hibridnom strukturom, s 
pet središnjih raspona duljine po 285m. Tako koncipirana konstrukcija osigurava potrebnu 
seizmiļku stabilnost mosta bez ugradbe velikih ležajeva i dodatnih seizmiļkih priguġivaļa, ġto 
potvrĽuju i brojne sloģene nelinearne proraļunske analize, koje su detaljno predstavljene u 
izlaganju. U svim nelinearnim analizama uzima se u obzir interakcija temeljnog tla i 
konstrukcije mosta. Most Peljeġac ĺe se nakon izgradnje svrstati meĽu 5 najveĺih i 
najatraktivnijih mostova u Europi, izgraĽenih u poļetku 21. stoljeĺa. 
 
Kljuļne rijeļi: ekstrados most, kose zatege, duboko temeljenje,piloti, potres, vjetar,monitoring 
  
 
DESIGN AND ANALYSIS OF PELJEŠAC BRIDGE 
 
Abstract: The 2,404 m long bridge Pelješac ranks among the most demanding bridges in the 
world, not only in terms of complexityof construction, but also in terms of complexity of design. 
It is located in the area of high seismic activity, with the peak design acceleration of soil at the 
bedrock level PGA=0.34g, and the required design acceleration of 0.54 g. The compactbedrock 
is located at a depth of up to 80 m below the sea bed, which requires extremely deep 
foundations on drivensteel piles, up to 124 m long. The bridge is located in the area of strong 
and gusty winds with the reference wind speedexceeding 34 m/s. Particular attention was paid 
to ensuring that the bridge remains stable under strong wind gusts andopen for traffic in all 
weather conditions. ln order to meet the main criteria of quality design, such as stability, 
durability,economy and integration into the environment, the inventive design proposed the 
construction of an extradosed bridgewith an integrated hybrid structure comprising 5 central 
spans, each 285 m long, and 6 low pylons. Thus, the designedstructure ensures the necessary 
seismic stability of the bridge without installation of large bearings and additional 
seismicdampers, which is confirmed by numerous complex non-linear computational analyses, 
presented in detail in thelecture. The soil-structure interaction was considered in all non-linear 
analyses. After completion the Pelješac Bridge will be ranked among the 5 largest and most 
attractive European bridges, constructed at the beginning of 21. Century. 
 
Key words: extradosed bridge, stay-cable, deep foundation, piles, earthquake, wind, 
monitoring 
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1. UVOD 
 
Izgradnjom mosta kopno-Peljeġac uspostavit ĺe se ļvrsta cestovna veza izmeĽu svih 
dijelova hrvatskog teritorija. Dubrovaļko-neretvanska ģupanija povezat ĺe se s hrvatskim 
teritorijem, ġto ĺe bitno doprinijeti razvitku Dubrovnika, poluotoka Peljeġca i cijele najjuģnije 
hrvatske županije. Most kopno-Pelješac prelazi preko morskog tjesnaca. Širina prepreke na 
razini mora iznosi približno 2.140 m. Duljina mosta od osi do osi upornjaka iznosi 2.404 m, 
dok ukupna duljina mosta s upornjacima iznosi 2.440 m. Na najveĺem dijelu prijelaza dubina 
mora je približno stalna i iznosi oko 27,0 m.  
 
1.1 Znaļajke lokacijemosta 
 
Most se nalazi u vrlo osjetljivom ekoloġkom podruļju Malostonskog zaljeva. Minimalni 
zahtijevani plovidbeni profil ispod mosta Pelješac, usuglašen s Bosnom i Hercegovinom, 
iznosi 200 x 55 m. 
 

 
 

 
 

Slike1,2,3. Situacijski prikaz lokacije mosta i strogo zaštitenog podruļja prirodnog rezervata 
 
Duljina zaljeva iznosi 21 km i ima maksimalnu ġirinu 2.2 km. Dubina zaljeva iznosi izmeĽu 7 i 
28 metara. Zbog veoma ļistog mora 1983. godine proglaġen je rezervatom prirode u moru. 
Cjelokupno podruļje je takoĽer zaġtiĺeno Naturom 2000 - ekološka mreža sastavljena od 
podruļja vaģnih za oļuvanje ugroģenih vrsta i staniġnih tipova Europske unije. Ļisto more s 
odgovarajuĺim osobinama bio je temelj razvitku marikulture u Malostonskom zaljevu: uzgoj 
školjaka i ribarstva. 
 


